
URIT-A68B 
Patient Monitor 
Connected patient monitors with 15  XGA screen 

and powerful storage for a better clinical diagnostics

OxyCRG

ECG Full Lead Display

15'' XGA color TFT with 8 waveforms

Maximum 6 ECG waveforms simultaneously

Adjustable 10-level alarm sound

Maximum 720-hour graphic and tabular trendsof all parameters 

Maximum 720-minute full-disclosure waveform review



Parameters: ECG, RESP, NIBP, SpO , TEMP2

Safety

Dimension and Weight

Power Supply

Performance Specifications

ECG

Meet the requirements of IEC60601-1 series

Dimension:                      365mm(W) 330mm(H) 160mm(D)
Weight:                             5.3Kg

Power Source:                AC mains power or Internal battery power
AC Mains Power Source
Power requirements:     AC 100~250 V
Line Frequency:             50/60 Hz
Consumption:                 Pmax 45VA
Battery Power
Number of installed battery:        2
Battery Capacity:           12V DC 2300 mAh lead acid battery
Operating Time:              No less than 60 minutes under the normal use and 
                                          full charge (about 5 minutes operating time after the 
                                          first alarm of low battery)

Storage Environment
Temperature:                  -20 ~ 55
Humidity:                         90 % , non-condensing    
             
Operation Environment
Temperature:                   -20 ~ 55
Humidity:                         80 %, non-condensing       
         
Patient Range
Adult, pediatric and neonate patients

Display:                           15'' Color TFT
Resolution:                     1024 768 (XGA)
Trace:                              8 waveforms
Language:                       English, Chinese, Spanish
Screen Layout:               Standard Display
                                         Big Font Display
                                         OxyCRG Display (for neonate)
                                         NIBP Trend Display
                                         Trend Table Display
                                         ECG Display (6 ECG waveforms)
Sweep Speed:                6.25 mm/s, 12.5 mm/s, 25 mm/s, 50mm/s 
Indicator:                         Alarm indicator
                                          Power indicator
                                          Battery indicator
Networking:                     RJ45, LAN to URIT Central Monitor System
Trend Time:                     720 hours
Wave Review:                 720 minutes
Alarm Event:                   1000 groups
Alarm:                              3-level audible and visual alarm
Record(Optional):          Built-in, thermal array, 3 channels
Record Width:                 48 mm (record paper 50 mm)
Record Speed:               12.5 mm/s, 25 mm/s, 50 mm/s        

Lead Type:                      3-lead and 5-lead
Input:                               3-lead cable: RA; LA; LL or R; L; F
                                         5-lead cable: RA; LA; RL; LL; V or R; L; N; F; C 
Lead Selection:              3-lead: I; II; III       

                                      5-lead: I; II; III; avR; avL; avF; V
ECG Waveform:             Max 6 channels
Wave Speed:                  12.5 mm/s, 25 mm/s, 50 mm/s
Gain:.                              25;  0.5; 1; 2
Heart Rate Range:         15-350 bpm
Accuracy:                        1% or 1 bpm, whichever is larger 
Resolution:                      1bpm
CMRR:                             Diagnostic 90 dB
                                          Monitor and Surgery 105 dB
Calibration Signal:         1 mv 5%
Bandwidth:                      Diagnostic:0.05 ~ 120 Hz

                                      Surgery: 1 ~ 25 Hz
Protection:                      Withstand AC 4000V/50Hz voltage in isolation
                                         against electrosurgical interference and 
                                         defibrillation   

                                      Monitor: 0.5 ~ 40 Hz

Alarm Range:                  High limit:11-350 bpm; Low limit:10-349 bpm
Alarm Accuracy:             1bpm
S-T Segment Detection:Yes, measurement range: -2.0 ~ +2.0 mV
Arrhythmia Analysis:      Yes
Pace Analysis:                Yes
Alarm:                               Audible and visual alarm, with alarm  review

Method:                            RA-LL impedance
Measurement Range:      0~120 bpm
Resolution:                      1 bpm
Accuracy:                         2 bpm or 2%, whichever is larger
Alarm Range:                   High limit:1-120 bpm; Low limit:0-119 bpm
Alarm Accuracy:              1 bpm
Apnea Alarm:                   Off, 10s,15s,20s,25s,30s,35s,40s
Speed:                              6.25 mm/s, 12.5 mm/s, 25 mm/s
Gain:                                 0.25; 0.5; 1; 2; 4

Method:                            Automatic oscillometric
Operation Modes:           Manual, Automatic,STAT
Measurement Period:     Adjustable,1 ~ 480 minutes
Measurement Unit:         mmHg/kPa selectable
Measurement Types:     Systolic blood pressure(SBP)
                                          Diastolic blood pressure(DBP)
                                          Mean arterial pressure(MAP)
Measurement Range:     Adult: 10 ~ 255 mmHg
                                          Pediatric: 10 ~ 235 mmHg
                                          Neonate: 10 ~ 135 mmHg
Standard Deviation:       8 mmHg
Over-pressure protection:Double safer protection
Resolution:                     1 mmHg
Accuracy:                        Maximum mean error: 5 mmHg
Alarm:                              SBP, DBP, MAP;

                                       3-level audible and visual alarm

Temperature Unit:           and F s electable
Measurement Range:    0 ~ 50   (32 ~ 122 F)
Resolution:                      0.1  or 0.1
Accuracy:                        0.1  (0~50 ), exclusive of probe errors
Channel:                          Dual-channel selectable, provide T1; T2
Alarm Range:                  High limit:0 .1~ 50.0 ; Low limit:0~49.9

SpO2

Measurement Range:    35%~100%
Resolution:                      1%
Accuracy:                        2% (70%-100%);
                                         3% (35%-69%);
                                          0-34% is still displayed but unspecified
Alarm Range:                  High limit:1%-100%; Low limit:0%-99%
Pulse Rate
Measurement Range:    25~250 bpm
Resolution:                      1 bpm 
Accuracy:                        1 bpm or 1%,whichever is larger
Alarm Range:                  0~250 bpm

Respiration

NIBP

Temperature

SpO2

Technical Specifications

Standard Configuration

Optional Configurations:

ECG (5 Lead); NIBP; RESP; TEMP; SpO  ; Lead Acid Battery (2300mAh)2

Thermal Recorder; Mount; Li-ion Battery
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